




3

2025 11

1.2

1.2 6000

2400

2025 11

2025 11 18 ~11

19 2026 5

2026 5 14 ~5 16

10000 8 0.08%

1.2 6000

2400

1

[2016]141

2 4000m /d

8000m /d

3 + +A/0 + + +

+ + + +AF +SBR

4 + +

+ +

5 1# 2#

6

[2015]52



4

2020 688

1

2

+

15m DA001

15m DA002

+

15m DA003

+ 15m DA004

1# 2#

3

4



5

4

24h

COD26.5~30.25mg/L

0.1685~0.37375mg/L 0.33~0.2275mg/L 18.375~28.325mg/L pH

7.3~7.5 9.525~10.325mg/L 32.25~32.5mg/L

1157.5~1172.5mg/L

GB8978-1996 GB13457-1992

3
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98.13%~98.57%

99.45%~99.61% 97.38~98.78% 78.56%~85.63%

DA001 0.0002kg/h

416 GB14554-93 2

DA002 3.5mg/m3

DB37/2376-2019 1

DA003 478

GB14554-93 2

DA004 0.0073kg/h 0.0085kg/h

354 GB14554-93

2

364ug/m3

0.15mg/m3 0.009mg/m3 14

GB14554-93 1

55dB A

GB12348-2008 1 2

60dB A

24h
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GB18597-2023

GB18599-2020
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七、验收工作组
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	（一）废水
	验收监测期间，各污染物的处理效率分别为化学需氧量98.13%~98.57%、氨氮99.45%~99.
	（二）废气
	七、验收工作组

